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Concrete chutes and weirs are used for 
principal spillways and emergency spillways. 
The principal spillway is used to pass normal 
flows, and the emergency spillway provides 
additional flow capacity during large flood 
events. If the principal spillway for a dam is a 
concrete weir and/or chute, the flow capacity 
may be large enough that an emergency 
spillway is not needed. Unlike grass-lined 
channel spillways that should always be 
located on natural ground, a concrete weir or 
chute may be located on the dam, but must be 
properly designed so that the integrity of the 
dam is not endangered. 
 
The main components of a concrete chute 
spillway are the inlet structure, control 
section, discharge channel, and outlet erosion 
control structure. The inlet structure conveys 
water to the control section. The control 
section is the highest point in the channel and 
regulates the outflow from the reservoir. It is 
usually located on or near the crest of the 
dam. The control section may consist of a 
concrete weir or may simply be the most 
elevated slab in the floor of the chute. The 
discharge channel is located downstream of 
the control section and conveys flow to the 
outlet erosion control structure. This structure 
is designed to dissipate most of the erosive 
energy of the flow before it enters the 
downstream channel. 
 
Overall Design and Safety Consideration 
 
Alignment 
For good hydraulic performance, abrupt 
changes should be avoided. This applies to 
sudden changes in vertical elevation of the 
chute floor, abrupt widening or narrowing of 
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the chute, and sharp turns in the chute. 
Anything that will abruptly disrupt or change 
the direction of the flow in the chute will 
reduce flow capacity and will place more 
stress on the concrete. The best performance 
is obtained when the distribution of flow is 
even across the channel. 
 
Settlement and Movement 
Abnormal settlement, heaving, deflections, 
and lateral movement of the sidewalls or floor 
slabs of the spillway can occur. Movements 
are usually caused by a loss of underlying 
material, excessive settlement of the fill, or 
the buildup of water pressure behind or under 
the structure. Any abnormal settlement, 
heaving, deflections or lateral movement in 
the concrete spillway should be immediately 
investigated by a registered professional 
engineer knowledgeable about dam safety. As 
necessary, plans and specifications for repair 
to the spillway should also be promptly 
developed and implemented by a registered 
professional engineer. The concrete sidewalls 
and floor of the chute must have enough 
strength to withstand water loads, soil/fill 
loads, uplift forces, weathering, and abrasion. 
The forces of weathering, movement of 
abrasive materials by water flowing in the 
spillway, or cavitation may cause surface 
defects or more serious concrete 
deterioration. The freeze thaw cycle is the 
most damaging weathering force acting on 
exposed concrete. The concrete’s durability 
and resistance to weathering and deterioration 
will be determined by the concrete mix, age 
of the concrete, and proper sealing of the 
joints (See Fact Sheet # 11). 
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Cutoff Wall and Endwall 
A cutoff wall should be placed at the entrance 
to the concrete chute to prevent the flow 
approaching and entering the chute from 
flowing beneath and undermining the floor 
slabs. Undermining of the chute can cause 
cracking and collapse of the slabs as the 
underlying material is eroded away. In 
addition, a cutoff wall is necessary at the 
downstream end of the chute in order to 
prevent undermining by flows exiting the 
chute and entering the downstream channel. 
The cutoff wall or endwall should be founded 
on bedrock or have adequate support to 
provide stability and prevent undermining of 
the wall itself. Refer to Outlet Erosion 
Control Fact Sheet #18 for further discussion 
on erosion control. 
 
Underdrainage and Weep Holes 
Weep holes, relief drains and underdrains 
must be included with the concrete chute to 
relieve excessive water pressure or infiltration 
from behind the walls and floor. The drainage 
system for the chute should consist of 
correctly placed and sized drainage holes, 
perforated pipes, and filter and bedding 
materials, such as sand and gravel. Seepage 
can occur through the dam, along the contact 
between the embankment and the concrete 
chute, or through open joints and cracks. 
Uncontrolled seepage flow along the structure 
can erode the underlying fill material 
(undermining) which may cause cracking or 
buckling of the slabs. Excessive pressure 
behind the walls and floor of the chute can 
cause cracking and heaving of the concrete. 
The freeze-thaw cycle can increase the 
amount of stress and strain on the concrete 
and can also cause heaving, cracking and 
additional serious damage to the structure. 
Weep holes, relief drains, and underdrainage 
for a concrete chute spillway should be 
designed by a registered professional 
engineer. 

For more questions, comments, additional fact 
sheets, and area specific information you can 

contact DNRC or Montana Watercourse at the 
addresses below or on the web. 

Montana Watercourse
PO Box 170570

Bozeman, MT 59717-0570 
406-994-6671 

www.mtwatercourse.org 

Concrete spillway on embankment of dam. 
 


